


FIKE DA^ER NOTES 

All fire dampers shall be ratfe'd to maintain the rating oi the fire 
separation. They shall be approved and labelled by Underwriter's 
Laboratories (U.L,) and Board of Standards and Appeals (B.S.A.)* 
The installation shall be in accordance with fcapttfacturex's (tr.L.) 
approved instructions. Dasipers shall be as t*||&ctttred by Air 
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an approved equal* 

All duct-collar connections shall comply with ASHME ft 1 
Gauges for collars for rectangular duct shall be as foilMWS 

When duct-collars are connected with a riaid connection similar 
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ELEVATION 


or companion angle, a ffiiniliii^fi: gauge up to 36 tt wide x 24 
and 14 gauge for larger sizefe* ilall be installed. 
When other duct-collar connect£§*t§ are utilized the collar 
gauge shall comply with ASHEAE & 
Gauges for collars in round duct shall be a minimum of 18 gauge. 

After the installation of dampers the contractor shall seal and 
tape all joints for air tightness. Sealants used shall be 31* 
Company No. 800; Miracle Adhesive Corporation or an 
approved equal and Grey vinyl Suet Tape as mau«faetui/^« by 
Nashua Corporation or an approved /equal* 

To allow for expansion, dampers shall have a top clearance equival- 
ent to 1/8" for each foot of damper height. The side clearance 
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right and left of the collar* The maxitsum clearance for the top 
and the total of both sides shall be 1/2" each. The zetft&*t£g, 
angles shall be 1 1/2" x 1 l/2'ki*quA|e bent d*%t€ , SO that thO* 

will be a -mtwvniun of- i" op overlap on the fw* sWtfat- 

Datsper shall be secured to collar with either 1/2" tackwelds, So. 
10 sheet metal screws, 1/4" Dia. nuts and bolts, or 3/l6 n steel pop 
rivets . , all eJ 1 on center. 

Retaining angles shall be secured to collar, sleeve or plate with 
eithefc 1/2" tack welds, No* 10 sheetmetal screws, 1/4" Dia* nuts 
and bolts, or 3/16" steel pop rivets, all g* on center. 
Where the hung ceiling does not have removeable tiles an access 
door (fire-rated where required) shall be installed in ceiling 
near location of fire damper* 
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WITH TYPE *A" FlRf DAMPS % 



THIS DRAWING SUBJt&#i (U uuNyniwrio m uO^inAwi. r-i*^ ..^«^, 
DESIGNS AMD METHODS HEREIN ARE RESERVED TO PORT AUTHORITY AND MAY 
NOT BE USED WITHOUT ITS WRITTEN CONSENT. 



